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Detail Introduction :

How to Install Plastic Granulator
Before installing a plastic granulator, make sure that the raw materials you are going to use have met
the necessary requirements for drying. Then, you should start the vacuum pump and the sizing table.
You should also add oil to the screw adjusting knob and start the head. Then, you should slowly add
the feeding materials and turn the crank to adjust the speed of the granulator.

The next step is to choose the correct temperature for the granulator. The temperature must be
consistent. This is because a temperature that is too high or too low may cause the particles to be of
poor quality. The best temperature for a plastic granulator is 200 degrees Celsius, which will allow it
to work efficiently for long periods of time. A good plastic granulator should be capable of maintaining
a constant temperature, so make sure to choose the right one.
After you have chosen the right temperature, you should set the granulator. Make sure that the
temperature is consistent, as high and low temperatures will affect the granulator's performance. A
standard temperature range of 200 degrees Celsius should be sufficient for most plastics. During
operation, check the nozzle and the screen for metal debris, as this can damage the granulator's
blades.
If you have a new plastic granulator, it's best to follow the manufacturer's instructions. It's best to
choose a brand that offers a comprehensive guide. Remember, the motor is one of the most
expensive parts of a plastic granulator. Several manufacturers use cheaper motors to keep their
prices competitive. However, the motor is crucial to granulation efficiency. Ensure the electric motor is
in good condition.
The electric motor is an essential component of a plastic granulator. It will spin at a high speed and
will need to be powered by an electric motor. If you don't have a power supply, you can connect a
power supply to the unit. An electric motor is one of the most expensive parts of a plastic granulator.
When you buy a plastic granulator, be sure to read the instructions carefully.
When installing a plastic granulator, make sure that it's easy to install. Ensure that you have the
proper lifting equipment to handle the machinery. If you need to install the machine yourself, you can
buy a kit that includes everything you need for it. You can even purchase a machine that has an
electric motor and lift. The electrical motor is a critical component of the plastic granulator.
To install a plastic granulator, you must first measure the waste that you're going to recycle. You'll
need to clean the waste first to avoid clogging the machine. A plastic granulator needs to be installed
in a way that it can operate in the correct way. Then, you can start to process the plastic materials. If

you need to process hard plastics, you'll need to invest in a hard-plastic granulator.
Before purchasing a plastic granulator, you need to be familiar with the basic features. The granulator
must be able to handle both wet and dry plastic. You need to make sure that it's equipped with a
heater to prevent overheating and to prevent clogging. The granulator should also have a sizing
chamber. You must ensure that the machine is powered and is ready to work before you start using it.
When choosing a plastic granulator, it is important to choose the correct type. Some machines are
manual, while others are automated. You need to consider whether your material is suitable for wet or
dry granulation. You should also consider the size of the opening of the screens on the pulverizer.
Depending on the size of the screen, the granulator will either have small holes or larger holes.
If the plastic granulator isn't running, you need to stop it and turn off the heating and screw
operations. You need to clean the perforated plate and machine head. To do this, open the
connecting flange on the machine head. You should use steel plates to remove any dirt or debris on
the machine head. Once the machine has dried, you can paint it with engine oil or silicone oil to
prevent rust.

